
USES: 
Product is designed to be applied over the wet surfaces of  
fresh concrete that has been poured, consolidated,  
and leveled. Concrete has sufficiently set to hold the weight 
of the Shake-On powder and yet moist enough to wet out 
the powder and produce a smooth finished surface. It can be 
stamped with rubber stamps or steel tools using a release 
powder. This work is intended for  experienced tradesmen 
in decorative concrete installing these systems. 
 
Process: 
Once concrete is ready to receive the Shake-On: 
broadcast at the minimum rate of one pound per Square foot applying at least 70% of the powder in a 
crisscross direction to completely saturate the area and produce even color. Screed or float the surface 
to obtain a smooth finish that is acceptable and add the remaining 30% over to assure full coverage an 
to cover any missed spots to obtain consistent color. Do not apply any surface water, all moisture must 
be absorbed from the wet concrete below the powder. Note that finishing tools must be either non-
staining either wood or magnesium. Steel tools will stain the colored surfaces and cannot be removed. 
On tooled surfaces, start as soon as possible so that no water sprinkling is needed to assist in the final 
finishing work. 
 
Accent colors application: 
Before stamping, apply a coat of clear or antique colored powder release agent before laying down the 
stamp mats. Stump the mats so that the imprint transfers completely to the surface. Curing is neces-
sary to avoid plastic shrinkage cracking, best to use Craft paper over the surfaces to keep the moisture 
in overnight before washing the powder release agent off with a garden hose and a fine sprayer to only 
remove enough antiquing powder as needed before final sealing. 
Note: 
Some smooth finishes may require a higher dosage to 1-1/2  pounds per square foot, specially on light 
colors to assure the gray cement does not bleed thru the colored surface. Also on industrial areas a 
higher dosage is recommended depending on the type traffic and usage of the flatwork.  
On heavy traffic duty flatwork use at the rate of 150-200 pounds for every 100 square feet of pavement. 
 
Protection 
Make sure concrete has cured  and sealed at least for 14 
days or gained sufficient strength prior to accepting heavy  
loads over the decorative finishes. A Cure & Seal product 
should be applied as soon as possible to protect against 
dirt, stains and water damage.  
We recommend 2 coats of our Super 25 Cure & Seal. First 
coat will help cure. Final seal coat after 7 days is best.  
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AUSTIN BUFF CREAM BEIGE PEWTER CINNAMON CREAM 

KEESTONE OXFORD BROWN MIAMI BEACH PLATINUM ROSE 

SABAL SUNSET CORAL ROUGE TERRACOTTA TILE RED 

PEACH SUN BUFF DESSERT TAN ALMOND SUN GRAY 

CURRY SALTILLO GABLES MID GRAY SAND BUFF 

ANTIQUE AUTUMN BROWN REDWOOD MAHOGANY JET BLACK 

MAPLE TAN LIMESTONE ADOBE BUFF CAMEL CHARCOAL 

SHAKE ON HARDENER COLORS 

AUTUMN TAN CHARCOAL KEESTONE NATURAL CLEAR 

OXFORD BROWN PLATINUM ROSEWOOD DOVE GRAY 

SLATE GREEN SUNSET CORAL TERRACOTTA TILE RED 

PEACH Mahogany WALNUT OYSTER WHITE 

Colors shown on this brochure are only for illustration purposes and may not show accurate to real life product. Actual field color    
results may vary based on application technique and finish texture.  When in doubt, please request a sample. 

 POWDER RELEASE ACCENT COLORS 
 

 SHAKE-ON SPECIAL COLORS 

OCEAN BLUE SKY BLUE JADE GREEN SLATE GREEN ADA YELLOW 
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